RAINWATER UNITS

OPTIMA ‘OPTIMAPLUS‘ MAXIMA

ADVANTAGES No pump Easy Increased Strong For big
noises installation pressure tank pump buildings
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MULTIMAT RAINWATER UNIT

@® Extremely compact

@® No pump noise
indoors

® High-performance
submersible
pressure pump for
pumping water from
the storage tank
directly to the
appliances

® Regulation-compliant
mains water top-up
of storage tank with
type AA open outlet

® With ZETA 02 pump
controller: Less than
0.2 watts in standby
mode

The Multimat rainwater unit uses a submersible pressure pump to pump rainwater out of
the storage tank and feed it under pressure into the rainwater supply circuit. It controls the
rainwater system, monitors the fill level of the storage tank and automatically tops up the
rainwater storage tank with mains water when required.

Control unit and mains water top-up indoors

The Multimat rainwater unit operates with two

‘ separate cables hetween the storage tank and
the wall unit. This arrangement makes

the system easy to install and ensures

lasting operational reliability.

Two sockets must be provided ’

— by the client. o

, Pressure pump
= with floating

suction filter in
the storage
tank

A

Dimensions of the
Multimat wall unit
(in mm): W 310 x H310 x D 150

Multimat rainwater unit Item No.
» Multimat with submersible pressure pump Multigo 205,

max. delivery rate 80 I/min., max. delivery head 48 m RW 9025
» Multimat with submersible pressure pump Multigo 407,

max. delivery rate 125 I/min., max. delivery head 49.4 m RW 9047

The scope of supply consists of:

Wall unit in the house with:

— Pump controller Zeta 02, cut-in pressure 1.5 bar with pressure gauge and operating state indicator

— Open mains water outlet with solenoid valve, 72 connecting hose made of
special-purpose rubber with stainless-steel braiding, ball valve with dirt trap

— Wall bracket made of stainless-steel with fixings

— Labelling set

— Cover

Storage tank equipment with floating fine suction filter:

— Multi-stage submersible pressure pump Multigo with stainless-steel
baseplate (22 cm x 22 cm/8 in. x 8 in.), 20 m connecting cable and 3 m lifting strap.
With 1“ nozzle and backflow prevention valve at discharge end

— Float switch, with switch lever and clamp with 20 m cable

— Adapter plug

— Floating suction filter made of stainless steel, mesh size 0.3 mm (0.01 in.), with 1 m (3,3 ft.)
highly flexible suction hose. Diameter 1

Recommended Accessories Item No.

P Tank connection Set for Multimat and Optima

Pressure hose 1 flexible Length 3 m (in tank)

— 2 x PE pipe connection in brass 90° 32mm x 1“ Nozzle (1x in tank, 1 x in house)
— 4 x Hose clamp stainless steel 1¢

— connection hose 50 cm with stainless steel braiding,

1“ Nozzle and 1“ union nut. (in house)

additionally required on site: PE pipe from tank to house OA 1002
» Hose connection Set wit two stainless steel braided hoses 34“

with pressed fittings ready to connect to the wall unit.
Length 0,5 m (1,64ft.) 2 ball valves with 3" inside thread,

one of them with dirt trap. RW 7800
P flexible tube DN 50 25m roll WD 2000
P Adapter for flexible tube to tundish WD 2021

» Wall bushing WD 110/2 with six bores:
for pressure hose 36 mm,mains water top up 50 mm,
electric cable 6 and 10 mm WD 2110
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® Compact and
economical

® Suction pump in wall
unit for pumping
water from rainwater
storage tank to
appliances

@® Automatic switchover
between rainwater
and mains water
depending on
availability (manual
switchover possible)

® Regulation-compliant
mains water top-up
with open outlet in the
integral top-up tank

® With ZETA 02
pump controller:
Less than 0.2 watts
in standby mode

EDITION 25.2 Wiy

SIGMA RAINWATER UNIT

Fully automatic rainwater unit for supplying a single-family home with rainwater.

The unit draws rainwater from a storage tank and feeds it under pressure into the rainwater
supply circuit. The unit controls the entire rainwater supply system, checks the fill level of
the storage tank and automatically switches over to mains water operation when required.
Supplied ready to connect.

Sigma with cover

Sigma without cover

Dimensions of the Sigma
wall unit (in mm):

W 500 x H510 x D 315
Sigma rainwater unit Item No.
P Sigma 3, delivery head max. 34 m, delivery rate max. 66//min
without level indicator RZ 1003
P Sigma 4, delivery head max. 44 m, delivery rate max. 66l/min.
without level indicator RZ 1004

The scope of supply consists of:
— Self-priming Aspri Plus pump and pump controller, available in
two different versions (3 or 4 bar), with optional level indicator
— Pressure gauge (pressure indicator)
— DIN-compliant mains water top-up function, integral 9-litre top-up tank
— Cover
— Float switch for controlling top-up with mains water,
cable length 15 metres
— Labelling set

Recommended accessories Item No.

» SIGMA Cistern Connection Set (1)

Consists of floating fine suction filter SAFF with non-return valve,

10 m flexible suction hose, 2 stainless steel hose clamps and

1 hose connector. SA 1002
» Hose connection Set wit two stainless steel braided hoses 34“

with pressed fittings ready to connect to the wall unit.

Length 0,5 m (1,64ft.) 2 ball valves with 34" inside thread,

one of them with dirt trap RW 7800
» Wall bushing WD 100 contains four bores:
1x36mm(1.4in.)/2x10mm (0.4in.)/ 1 x6 mm (0.2 in.) WD 1100
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OPTIMA RAINWATER UNIT

® Convenient
solution for single-
family/two-family
homes

@® Pressure stabilized
by two pumps:
Loading pump in the
rainwater storage
tank. and pressure
pump in the wall unit

@® Automatic switchover
between rainwater
and mains water
depending on
availability

® Regulation-compliant
mains water top-up
with open outlet in the
integral top-up tank

® With ZETA 02
pump controller:
Less than 0.2 watts
in standby mode

The rainwater unit combines all components essential for operation in a single device. Pumps
the rainwater out of the storage tank and feeds it under pressure into the rainwater supply
circuit.

Controls the entire rainwater system, monitors the fill level of the storage tank and automati-
cally tops up with mains water in the wall unit when required.

Optima rainwater unit
with cover

Optima
without cover

Dimensions of the
Optima wall unit (in mm):
W 500 x H510 x D 315

=)

!::_

{]

Optima with loading pump and floating filter SAFF

Loading

pump

Provedo VX

for Optima 4 =
and 5

Item No.

P Optima 4, with 4 bar system pressure, max. delivery rate 70 I/min.

without level indicator RW 9924

» Optima 5, with 5 bar system pressure, max. delivery rate 70 I/min.
without level indicator RW 9925

The scope of supply consists of:

Wall unit in the house with:

— non-self-priming, multi-stage centrifugal pump

— Pump controller Zeta 02, cut-in pressure 1.5 bar with pressure gauge
— Automatic mains water top-up by 9 | top-up tank

— Cover, wall-mounting bracket

- Labelling set

Storage tank equipment with:
— Provedo VX submersible pressure pump with fixed vertical float switch,
20 m connecting cable, 1“ nozzle at discharge end with non-return valve,
3 m lifting strap and hook with screw thread
— Stainless-steel baseplate 22 cm x 22 cm (8 in. x 8 in.) for submersible pressure pump
— Stainless-steel floating fine suction filter, mesh size 0.3 mm (0.01 in.),
with 1 m (3,3 ft.) flexible suction tube
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OPTIMA PLUS RAINWATER UNIT

e rainwater unit combines all components essential for operation in a single device.

or large The rai i bi Il ial f ion i ingle devi
distances or Pumps the rainwater out of the storage tank over long distances and large height differentials
height differentials and feeds it under pressure into the rainwater supply circuit.

from rainwater sto-
rage tank to wall unit

Controls the entire rainwater system, monitors the fill level of the storage tank and
automatically tops up with mains water in the wall unit when required.

® Doubly reliable: OptimaPlus
with cover

Separate pumps for
rainwater or mains
water operation

@® Regulation-compliant

oG
mains water top-up MOREEERICIEN
with open outlet in 7 mﬁ“&

integral top-up tank
Dimensions of the

OptimaPlus wall unit (in mm):
W 500 x H510 x D 315

® With ZETA 02 pump
controller: Less than
0.2 watts in standby
mode

OptimaPlus Item No.
P OptimaPlus, max. delivery rate 70I/min.,
max. delivery head 47 m, max. feed pressure 4.7 bar RW 9800

The scope of supply consists of:

Wall unit in the house with:

- Non-self-priming, multi-stage centrifugal pump, max. feed pressure 4.7 bar

- Pump controller Zeta 02, cut-in pressure 1.5 bar with pressure gauge and operating state indicator
- Automatic mains water top-up

- Operating state indicator for mains

- Cover, wall-mounting bracket

- Labelling set

Included in the
scope of supply:
Hose nozzle
with integrated
non-return

valve

Storage tank equipment with:

- Multigo 205 multi-stage submersible pressure pump, max. feed pressure 4.7 bar with 3.5 m
connecting cable (4-core), 1“ nozzle with non-return valve at discharge end, 3 m lifting strap

— Stainless-steel baseplate 22 cm x 22 cm (8 in. x 8 in.) for Multigo

— Stainless-steel float switch with switch lever and clamp

- Stainless-steel fine suction filter, mesh size 0.3 mm (0.01 in.)
with 0.75 m (2.46 ft.) highly flexible suction tube

- 22 m (72.9 ft.) cable extension (4-core) with connector and coupling IP 68

Accessories for all Optima units Item No.

P Tank connection Set for Multimat and Optima
— Pressure hose 1 flexible Length 3 m (in tank)
— 2 x PE pipe connection in brass 90° 32mm x 1“ Nozzle (1x in tank, 1 x in house)
— 4 x Hose clamp stainless steel 1¢
— connection hose 50 cm with stainless steel braiding, 1“ Nozzle and
1“ union nut. (in house)
additionally required on site: PE pipe from tank to house OA 1002

» Hose connection Set wit two stainless steel braided hoses 34
with pressed fittings ready to connect to the wall unit.
Length 0,5 m (1,64ft.) 2 ball valves with 3" inside thread,

one of them with dirt trap. RW 7800
» Wall bushing WD 100 contains four bores:
1x36mm(1.4in)/2x10mm (0.4in.)/1x6 mm (0.2 in.) WD 1100
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